ProductInformation

DuPont Coating & Release Systems

DryFilm WDL331

antistick coating

Description

DryFImWDL 331wireand cablejacket coatingis
awater-based dispersion. When appliedto ajacket,
it exhibitsoutstanding antistick propertiesandhasa
very low coefficient of friction. Itisclean, nonoily,
nonstaining, and chemically inert.

Uses

DryFiImWDL 331 coatingaddshighlubricity and
nonstick propertiestowireand cablejackets.

Directions for Use

DryFilmWDL 331 coating should beappliedto
clean, dry surfaces. Thefollowing aresuggested
methodsof application.

* Dippingor Flooding—Theeasiest and most
widely used methodfor applying DryFilm
WDL 331 coating. A wiper systemshouldbe
used to strip of f excessamounts, ensuringa
thin, even coatingover theentirelength of the
wireor cable.

»  Spraying—~Particularly effectiveindepositing
avery thin coatingwith excellent adhesion.
Thissystem can beused withahand spray gun
or with automatic spray heads, which canbe
operatedintermittently or continuously.

» WipingorBrushing—Very effectivefor
coating small amountsor selected areasona
wireor cable.

Typical Properties

Primary Polymer: Fluorochemical
SpecificGravity: 1.1
Odor: Slight
Color: White
FlashPoint: None

Storage and Handling

Theprecautionsusedinhandling DryFilm

WDL 331 rel easecoating arethe sameasthose used
inhandling most coatingsinindustrial use. Contact
withtheskin should beavoided. Adequateventila-
tionmust beprovidedinwork areas. Breathing
vaporsshouldbeavoided. If spraying, careshould
betakentoavoidinhalingmist or vapors, just as
sprayed paint inhal ation should beavoided.

Vapor may developslight pressure. Therefore, care
should beexercised when opening containers.
Containersshould beclosed promptly after remov-
ing part of thecontentsto avoid evaporation.

If thisproduct isexposed to extremeheat condi-
tionsfrom misuseor equipment failure, toxic
decomposition productsthat includehydrogen
fluoridecanoccur. Hydrogenfluoridehasan
ACGIH thresholdlimit valueof 3 partsper million
partsof air asaceiling limit, an OSHA permissible
exposurelimit (PEL) of 3ppmof fluorideasan
8-hrtime-weightedaverage, and 6 ppmof fluoride
asashort-termexposurelimit (STEL).

Alwayswash handsafter handling DryFilm
WDL 331releasecoating.

Do not smokewhile handling this product.

Shelf Life

DryFImWDL 331 hasashelf lifeof 6 monthsfrom
thedate of shipment.

Packaging
DryFImWDL33lisavailablein1-,5-,and 55-gal
containers. Larger volumeordersmay bepackaged
inspecialty containers.

Shipping Limitations
None
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