The MSDS format adheres to the standards and regul atory requirenents
of the United States and nay not neet regulatory requirenents
in other countries.
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Conpany ldentification

MANUFACTURER/ DI STRI BUTOR
St oneTech Professional, Inc.
370 North Wget Lane, Suite 200
Wal nut Creek, CA 94598

PHONE NUMBERS
Product Information : 800-441-7515/CQutside US: 302-774-1000
Transport Emergency : CHEMIREC. 800-424-9300/Qutside US
703-527- 3887
Medi cal Emer gency . 800-441-3637/CQutside US: 302-774-1000

# Conponents
Mat eri al CAS Nunber %
Fl uorinated Acrylic Copol yner
Petroleum Di stillate 64742-48-9
Proprietary Silicone Resin
Al i phatic Hydrocarbons 68551-16- 6

Potential Health Effects

I nhal ation nay cause respiratory irritation with headache,
di zzi ness, nausea, Or unconsciousness.

Skin contact nmay cause mld irritation
Eye contact may cause mild irritation.
Ingestion may irritate stomach and intestines. My be
aspirated into lungs if swallowed, resulting in pul nonary
edema and chem cal pneunonitis. Harnful or fatal if
swal | owed.

Carcinogenicity Information

None of the conponents present in this material at concentrations

equal to or greater than 0.1%are |listed by | ARC, NTP, OSHA or ACGAH
as a carcinogen.
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First Aid
I NHALATI ON
If inhaled, renove to fresh air. |If not breathing, give
artificial respiration. |If breathing is difficult, give oxygen.

Call a physician.
SKI'N CONTACT

Flush skin with water after contact. Wash contam nated cl ot hing
bef ore reuse.

EYE CONTACT

In case of contact, imrediately flush eyes with plenty of water
for at least 15 minutes. Call a physician.

| NGESTI ON
If swall owed, do not induce vonmiting. DO NOT G VE ANYTH NG TO

DRINK. Call a physician inmediately. Never give anything by
nouth to an unconsci ous person.

Fl ammabl e Properties

Fl ash Poi nt . 120 F (49 O
Met hod : Ol osed Cup.

Conbusti bl e Iiquid.
Exti ngui shing Medi a

Water, Foam Dry Chemical, CO2.
Fire Fighting Instructions

Evacuate personnel to a safe area. War self-contained breathing
apparatus (SCBA) and full protective equiprent.

Saf eguards (Personnel)
NOTE: Revi ew FI RE FI GHTI NG MEASURES and HANDLI NG ( PERSONNEL)

sections before proceeding with clean-up. Use appropriate
PERSONAL PROTECTI VE EQUI PMENT during cl ean-up.
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( ACCI DENTAL RELEASE MEASURES - Conti nued)

Wear sel f-contai ned breathing apparatus (SCBA) and full protective
gear.

Initial Containment
Di ke spill
Spill dean Up

Soak up with sawdust, sand, oil dry or other absorbent naterial
Shovel or sweep up.

Handl i ng (Personnel)

Avoi d inhalation. Avoid contact with eyes, skin or clothing.
Wash thoroughly after handling. Wash clothing after use.

Handl i ng (Physi cal Aspects)
Keep container tightly cl osed.
St or age

Store in a cool, dry place.

Engi neering Controls

Use only with adequate ventilation.
Personal Protective Equi prent

EYE/ FACE PROTECTI ON

Wear safety gl asses, or where splash potential exists wear
chemi cal splash goggl es.

RESPI RATORS

Where the potential exists for airborne exposure, wear N OSH
approved respiratory protection.

PROTECTI VE CLOTHI NG

VWere there is potential for skin contact, have avail abl e and wear
as appropriate inpervious gloves, apron or snock.

Exposure Cui del i nes
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Appl i cabl e Exposure Limts
Petroleum Distillate

PEL (OsHA) : None Established
TLV  (ACA H) : None Established
AEL * (DuPont) : 100 ppm 8 H. TWA

Page

4

* AEL is DuPont’s Acceptable Exposure Limt. Were governnentally
i nposed occupational exposure limts which are | ower than the AEL

are in effect, such Iimts shall take precedence.

Physi cal Data

Evaporati on Rate : <1 (Butyl Acetate=1.0)
Solubility in Water . Negligible

Boi | i ng Poi nt : 340 F (171 ©

Qdor : Hydrocarbon (mld).
Form : Liquid.

Col or : Col orl ess.

Specific Gavity : 0.8 25 C (77 F)

Chemical Stability

St abl e.
Inconmpatibility with Gther Materials

I nconpati bl e with oxygen, strong oxidizing agents.
Deconposi tion

Thermal deconposition may produce carbon nonoxi de,
di oxi de, hydrogen fluoride and silicon dioxide.

Pol yreri zati on

Pol yneri zation will not occur.

car bon

Wast e Di sposal

Treatment, storage, transportation, and di sposal nmust be in
accordance with applicable Federal, State/Provincial, and Local

regul ati ons.
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Shi ppi ng I nformation

DOT: Not Regul ated by DOT in packages with a capacity of

| ess than 119 gall ons.

| MDG

For 5 gal. and 55 gal

package:

Pr oper Shi pping Nane : Hydrocarbon Liquid, N.O S
Hazard d ass : 3

UN Number 3295

Packi ng Group 11

Label Fl ammabl e Li qui d

For 2 Oz., 1 Pint, 1 Quart, and 1 Gal.

Proper Shipping Name : Hydrocarbon Liquid, N.OS
Hazard d ass 3

UN Number 3295

Packi ng Group 11

Label : Fl ammabl e Liquid

Special Instructions : Linted Quantity

| ATA:

For 5 gal. and 55 gal. package:

Pr oper Shipping Nane : Hydrocarbon Liquid, N.O S
Hazard C ass : 3

UN Nunber 3295

Packi ng Group 11

Label Fl ammabl e Li qui d

For 1 Quart and 1 Gal.

Proper Shi pping Nane : Hydrocarbon Liquid, N.O S
Hazard d ass : 3

UN Number 3295

Packi ng Group 11

Label Fl ammabl e Li qui d

Speci al Instructions :
For 2 Oz. and 1 Pint:

Pr oper Shi ppi ng Nane :

Hazard Cl ass
UN Nunber
Label

Limted Quantity

Consumer Comuodity
9

| D 8000

M scel | aneous

5
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U S. Federal Regul ations

TSCA I nventory Status . In conpliance with TSCA I nventory
requi renents for commercial purposes.

The data in this Material Safety Data Sheet relates only to the
specific naterial designated herein and does not relate to use in
conbination with any other material or in any process.

# I ndi cates updated section

This information is based upon technical information believed to be

reliable. It is subject to revision as additional know edge and
experi ence i s gai ned.
End of MSDS
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